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REV. ZONE DESCRIPTION CN NO. DATE DESIGNER CHECKER

AA - PRODUCTION RELEASE 0113264 2020/03/02 B RANGI A. BUTCHER
AB G3&H2 DIM: 23.7 WAS 23.0 & PART NUMBERS REVISED CN-0118063 2023/05/10 V ENTICA A BUTCHER
AC - MODIFIED CPA-HOUSING INTERFACE CN-0129641 2024/05/01 B PIERIK B THELEN
AD D1

D1
-VIBRATION CLASS WAS V2
-MATING MALE CONNECTORS DRAWING WAS E12815102_CG

CN-0132328 2025/06/18 M.TABANAO B THELEN

ANGLE
PROJECTION     MATERIAL: SEE TABLE

 WEIGHT CAD:  VOLUME CAD:

    FINISH/SURFACE: N/A
    COLOR: SEE TABLENA 156.5 g 19.9 cm3

NOT USED  SCALE:

2:1
21557 TELEGRAPH ROAD
SOUTHFIELD, MI 48033

 START DATE:

2020/03/02
 DRAWN:  TITLEB RANGI

 APPROVERS: LEAR
WRG CONN,FEMA,SLD,1 WAY

 ENGR: B RANGI
 CHECKER A.BUTCHER
 APPROVER: D MENZIES

 CAD DIRECTORY / LOCATION:  DRAWING FILE NAME: E12815002-AD-DR00.prt

SEM  MODEL FILE NAME: E12815002.prt

 LAST UPDATE SEM DOCUMENT ID / DRAWING NUMBER  REV.  SHEET  OF  TYPE

2025/06/18 D00693450 / E12815002 AD    1   1 CG

LAST USED CONFIDENTIAL - THIS DOCUMENT IS OWNED BY LEAR CORPORATION AND IS NOT TO BE

DISTRIBUTED OR DISSEMINATED IN ANY MANNER UNLESS EXPRESSLY AUTHORIZED IN

WRITING BY LEAR CORPORATION
-

1. CONNECTOR DESIGNED TO MEET APPLICABLE USCAR 2 
   PERFORMANCE SPECIFICATIONS.
     TEMPERATURE CLASS: T3 (-400C TO +1250C) 
     SEALING CLASS: S3 (SEALED)
     VIBRATION CLASS: V1
2. CONNECTOR DESIGNED TO ACCEPT WIRE SIZES: SEE DRW E24093101_CG.
3. MATING MALE CONNECTORS DRAWING: E12815103_CG.
4. MATING HEADERS INTERFACE  DRAWING: E20930601_I.
5. HC 14.5 TERMINAL DRAWING: 2B202011F_CG.
6. WIRE SEAL CAP DRAWING: E24093101_CG.

E20930302 NO
INTERFACE SEAL SILICONE GREEN

TPA PA66-GF15 GREEN

HOUSING ASSM.

E25472100 YES
D

CPA PBT-GF10 RED
HOUSING PA66-GF35 BLACK

E20930202 NO
INTERFACE SEAL SILICONE GREEN

TPA PA66-GF15 GREEN

E25472000 YES
C

CPA PBT-GF10 RED
HOUSING PA66-GF35 DARK GRAY

E20930102 NO
INTERFACE SEAL SILICONE GREEN

TPA PA66-GF15 GREEN

E25471900 YES
B

CPA PBT-GF10 RED
HOUSING PA66-GF35 LIGHT GRAY

E12815002 NO
INTERFACE SEAL SILICONE GREEN

TPA PA66-GF15 GREEN

E25471800 YES
A

CPA PBT-GF10 RED
HOUSING PA66-GF35 BLACK

DESCRIPTION PART # WITH DATA
MATRIX CODE

KEY
CODES PART MATERIAL COLOR

CABLE WELD POSITION

KEY CODE "A"

KEY CODE "B"

KEY CODE "C"

KEY CODE "D"

VIEWS SHOWN WITH TERMINAL SEAL CAP AND CABLE

SCALE 1:1

65.75 0.25

TPA IN PRE-LOCK POSITION

CPA IN PRE-LOCK POSITION

HC 14.5 TERMINAL (PART # E22420300)
SEE NOTE 5

16.0
MAX.

7.0
MAX.

MAX.
30.50

MIN.
3.90

CPA

TPA

HOUSING

1.20

45

45

1.20 A

A

SECTION A-A

TPA IN LOCKED POSITION

37.0 0.25

23.7 0.25

DATA MATRIX CODE

0.0

AB

AB

SEAL CAP

9.0 MAX.
WIRE ROUND SECTION
TRANSITION

SIGNATURES/
DATES

APPROVER 1

APPROVER 2

APPROVER 3

INTERFACE SEAL

AD
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